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SIZE QUANT ITY UNIT SIZE QUANTITY UNIT
PER BUNDLE WEIGHT PER BUNDLE WEIGH T

2" (50 .8mm) 10 39.9kg/ 88 Ibs. 2” (5 0.8mm) 10 57.6kg/ 127 Ibs.
2 12" (63.5mm) 9 49.8kg/ 110 Ibs. 2 12" (63 .5mm) 9 70.3kg/ 155 Ibs.
3" (7 6.2mm) 8 61.%g/ 135 Ibs. 3" (7 6.2mm) 8 (with ladde r pock ets) 86.1kg/ 190 Ibs.
4" (10 1.6mm) 6 83.9k g/ 185 Ibs. 3" (7 6.2mm) 8 (ith ladders) 86.1kg/ 190 Ibs.
INSTALLATION
1 Grade rings ma y be set in mortar , stack ed dry or butyl tape 4. Position the second and subsequ ent gr ade rings on top.
may be used t o seal the joints. Follow th e same procedure, adding rin gs and ta pe (or mor tar)

until desir ed gr ade level attaine d.
2. Set th e first gr adering le vel in a bed of mortaront  op of g

manhole or ca tch basin. 5. For manh oles with ladde rs inse rt ladde r units at pr ope r

intervals being sur e they lin e up v ertically .
3. If butyl tape is used, clean and dry the t op surf ace of th e

grade rin g, then firmly pr ess the butyl tape ar ound the 6. Cast iron frame and cover to be set in mortar at proper road
complet e unit. Be sur e to remove the pr otectiv e paper . level and camber .
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